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§250.1612

tests may be limited to the affected
component.

(e) All BOP systems shall be in-
spected and maintained to assure that
the equipment will function properly.
The BOP systems shall be visually in-
spected at least once each day. The
manufacturer’s recommended inspec-
tion and maintenance procedures are
acceptable as guidelines in complying
with this requirement.

(f) The lessee shall record pressure
conditions during BOP tests on pres-
sure charts, unless otherwise approved
by the District Manager. The test dura-
tion for each BOP component tested
shall be sufficient to demonstrate that
the component is effectively holding
pressure. The charts shall be certified
as correct by the operator’s representa-
tive at the facility.

(g) The time, date, and results of all
pressure tests, actuations, inspections,
and crew drills of the BOP system and
system components shall be recorded
in the driller’s report. The BOP tests
shall be documented in accordance
with the following:

(1) The documentation shall indicate
the sequential order of BOP and auxil-
iary equipment testing and the pres-
sure and duration of each test. As an
alternate, the documentation in the
driller’s report may reference a BOP
test plan that contains the required in-
formation and is retained on file at the
facility.

(2) The control station used during
the test shall be identified in the
driller’s report.

(3) Any problems or irregularities ob-
served during BOP and auxiliary equip-
ment testing and any actions taken to
remedy such problems or irregularities
shall be noted in the driller’s report.

(4) Documentation required to be en-
tered in the driller’s report may in-
stead be referenced in the driller’s re-
port. All records, including pressure
charts, driller’s report, and referenced
documents, pertaining to BOP tests,
actuations, and inspections, shall be
available for MMS review at the facil-
ity for the duration of the drilling ac-
tivity. Following completion of the
drilling activity, all drilling records
shall be retained for a period of 2 years
at the facility, at the lessee’s field of-
fice nearest the OCS facility, or at an-
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other location conveniently available
to the District Manager.

§250.1612 Well-control drills.

Well-control drills shall be conducted
for each drilling crew in accordance
with the requirements set forth in
§250.462 of this part or as approved by
the District Manager.

[66 FR 32100, July 15, 1991. Redesignated and
amended at 63 FR 29479, 29487, May 29, 1998; 68
FR 8435, Feb. 20, 2003]

§250.1613 Diverter systems.

(a) When drilling a conductor or cap
rock hole, all drilling units shall be
equipped with a diverter system con-
sisting of a diverter sealing element,
diverter lines, and control systems.
The diverter system shall be designed,
installed, and maintained so as to di-
vert gases, water, mud, and other ma-
terials away from the facilities and
personnel.

(b) The diverter system shall be
equipped with remote-control valves in
the flow lines that can be operated
from at least one remote-control sta-
tion in addition to the one on the drill-
ing floor. Any valve used in a diverter
system shall be full opening. No man-
ual or butterfly valves shall be in-
stalled in any part of a diverter sys-
tem. There shall be a minimum number
of turns in the vent line(s) downstream
of the spool outlet flange, and the ra-
dius of curvature of turns shall be as
large as practicable. Flexible hose may
be used for diversion lines instead of
rigid pipe if the flexible hose has inte-
gral end couplings. The entire diverter
system shall be firmly anchored and
supported to prevent whipping and vi-
brations. All diverter control equip-
ment and lines shall be protected from
physical damage from thrown and fall-
ing objects.

(c) For drilling operations conducted
with a surface wellhead configuration,
the following shall apply:

(1) If the diverter system utilizes
only one spool outlet, branch lines
shall be installed to provide downwind
diversion capability, and

(2) No spool outlet or diverter line in-
ternal diameter shall be less than 10
inches, except that dual spool outlets
are acceptable if each outlet has a min-
imum internal diameter of 8 inches,
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